


ZSM-1000 ZSM-1050 COMPARISON
CHARACTERISTICS CHARACTERISTICS

ZSM-1000 ZSM-1050

Background music 
channels

Unlimited Unlimited

Scheduled and instant 
messages

Unlimited Unlimited

Alarms NO YES (4)

Sensors and relays NO YES (4 and 4)

Aux input NO YES

Audio output zones 1 4

Audio codecs 1 2

SD and USB 
playback

NO YES

SIP client (NEW) YES YES

- Unlimited background music channels.

- Unlimited scheduled audio messages.

- Unlimited instant audio messages (activated from the ZSM-Go 
program).

- 4 alarms, activated by opening/closing contacts. Euroblock 
connectors.

- SIP client for voice announcements. (NEW)

- 4 general purpose relays. Euroblock connectors.

- 16GB internal memory.

- Background music channel playback from USB and SD.

- Full local control through 5-button navigation keyboard for handling 
and con� guration.

- Independent volume control for background music, messages, events 
and SIP client.

- 1 stereo 2xRCA auxiliary input.

- 4 audio zones with 2xRCA stereo output.

- Double audio codec. One for background music. The other for 
messages, events and SIP client.

- Firmware upgradeable locally via USB or SD, and remotely via the 
ZSM-Go program.

- Unlimited background music channels. 10 selectable from the 
front panel.

- Unlimited scheduled audio messages.

- Unlimited instant audio messages (activated from the ZSM-Go 
program).

- SIP client for voice announcements. (NEW)

- 16GB internal memory.

- Front keyboard for background music and volume selection.

- Independent volume control for background music, messages and 
SIP client.

- 1 audio zone with 2xRCA stereo output.

- Firmware upgradeable locally via USB, and remotely via the ZSM-
Go program.


